ё TUBE 


GENERAL DESCRIPTION 


Principal Application: Тһе 6AG5 is a miniature 
sharp-cutoff pentode designed for use as an inter- 
mediate-frequency amplifier or radio-frequency am- 
plifier up to frequencies of approximately 400 mega- 
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6AG5 
Description and Rating 


RADIO-FREQUENCY AMPLIFIER PENTODE 


cycles. The tube features high transconductance and 
low input and output capacitances. The use of two 
cathode leads facilitates isolation of the input and 
output circuits and thus minimizes degeneration. 


Cathode: x Я Coated Штпіроїепіїіа! Direct Interelectrode Сарасіїапсеѕ: 
Heater Voltage (a c or 0- -с) е 6.3 Volts With 5һіеіаж Without Shield 
Heater Current . еч лш ч 0.3 Ampere Pentode Connection 
Envelope: тале даа ТЕ T-54 Glass Grid 1 to Plate (Мах) 0.020 . . . 0.030 muf 
Base: ... .. Е7-1, ‘Miniature Button 7-Pin триі........ 66... 6.5 шї 
Mounting Position: КЕМЕР КЕЛКІ Апу Output ....... ЭЙ а 1.8 шї 
Triode Соппесііоп* 
Grid to Plate . 2.5 ... 2.5 шї 
[ПОШ лш Ұлы жу 36... 3.6 шї 
Output 4.3 3.0 шї 


PHYSICAL DIMENSIONS 


з 


TERMINAL CONNECTIONS BASING DIAGRAM 


Pin | - Grid Number | 
Pin 2- Cathode, Internal Shield, 
and Grid Number 3 


1” Pin 3 - Heater 
x Pin 4 - Heater 
А Pin 5 - Plate 
24 Pin 6 - Grid Number 2 (Screen) 
MAX. Pin 7 - Cathode, Interna! Shield, 
and Grid Number 3 
RTMA 7В0 
7 RTMA 5-2 ВОТТОИ VIEW 
DESIGN CENTER VALUES: А MAXIMUM RATINGS | 
Triode Connection Pentode Connection 
Plate Моії+аде u ааа... ЗОО, ао e ае ЕТА ры 4 3004-4544 жата Volts 
Sereen Supply Voltage ......... аге ду жк а a Сар aatar (ЖАЙ ЗОО. е у сеа Volts 
Screen Voltage ... Ша жаа: 4 Дей АДА ЖС ЖУКЕ СЕГЕ. (50: зем ДЕЛЕ Volts 
Positive D-C Grid Number- | Voltage. 2% 0» алла лі МАСЫН a i a e да OTua ри, ОЛАСЕ Volts 
Plate Dissipation aooaa aaa‘ 218 ЗА быны ПЕ РЫ» бей ау ООУ =; Аы недо Watts 
Screen Dissipation ........... ае аа a ЖО ЕС А р га ОР 58 дов жага Watt 
Heater-Cathode Voltage . . . 90 25% gOS Сш аЛ ата Volts 


CHARACTERISTICS AND TYPICAL OPERATION 


Triode Connection* 


CLASS А) AMPLIFIER 


Pentode Connection 


Płate Мо! +аде . . . . . . . . 250 »-„ + 180 АР 100 КЛА |252... 250 Volts 
Screen Voltage | ......... --- 2... --- ..... 90... |2052... 150 Volts 
Cathode Bias Resistor . 820 ... 330. ыса % 180 100 180 Ohms 
Amplification Factor 4... 45 ФБ е === --- === 
Plate Resistance (Approx) 0.01... 0.008 ..... 0.6 0.5 0.8 Megohm 
Transconductance 380... 570 ..... 4500 5100 5000 Micromhos 
Plate Current . . 915; 5-5 75000 чег. 469 7.2 6.5 Мі 1 1 татрегеѕ 
5сгееп Сиггепі жеты та --- з. а 1.4 2,1 2.0 МІН їатрегеѕ 
Grid Number | Voltage (Хрргох]. 

for ір = 10 Місгоатрегеѕ . жек RAS -5 -6 -8 Volts 


# With external shield #316 connected to pin 7 
ж For triode connection, connect grid 2 to plate. 


GENERAL 


Supersedes ET-T267 dated 9-46 


ELECTRIC 


6АС5 


Е. AVERAGE PLATE CHARACTERISTICS 


PENTODE CONNECTION 


ЖЕНЕ БЕН 
МШЕРБИИБЕИНЕИШИІЕ 
Po 


(Тс) IN MILLIAMPERES 


PLATE CURRENT (lẹ) OR SCREEN CURRENT 


PLATE VOLTAGE IN VOLTS 
AVERAGE PLATE CHARACTERISTICS 
14 TRIODE CONNECTION 
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